QEEPO

QP-CO1 SERIES
ELECTROSTATIC SENSOR

Real-time Monitoring
Electrostatic Voltage On Object Surface
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It can be widely used in optoelectronics, electronics, new materials, new energy,
printing and other industries




Small VO'.u IME convenient Installation And Beautiful Appearance

Industrial-grade Design, Small Size, Installation Does Not Affect The Operation Of Production
Equipment, Wide Application Range, Can Be Widely Used In Optoelectronics, Electronics, New
Materials, New Energy, Printing And Other Industries.

Accurate Measurement
Non-contact Measurement Will Not Affect The Electrostatic Field On The Object Surface

Precise Sensor Can Accurately Measure And Non-contact Detect Surface Static Electricity, Which
Can Stably Monitor And Effectively Obtain The Surface Voltage Of The Measured Object.




High Speed Response

Wide Range And High Accuracy
Of Monitoring Potential

<50ms Response Speed, £ 20kv
Static Voltage Range Measurement, Response
* 5% Measurement Error, Suitable speed —
For High-speed Production Line, <50mS
High-precision Monitoring Of Static

Voltage.

Monitori ng Distance Freechoiceor Adjustment

For Different Installation Environments, The Sensor Can Freely Choose To Adjust The Monitoring
Distance, 25/50/100/200 Mm (25 Mm By Default), Up To 200 Mm.

Measuring Range
Specifications:® (mm)
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Intel ligent Electrostatic Sensor

QP-CO1

Monitoring
Distance

1000




Support Multiple Communication Protocol
Connections

The Sensor Has RS-485 And CAN Communication.

Real-time Transmission Of Monitoring Data

The Monitoring Data Can Be Transmitted To PC And Server In Real Time (Relay And PC Client Are
Required).




Alarm Function

It Can Set The Alarm Threshold, Highlight The Led Operation Indicator, Keep The Green Light On In
Normal State, Blue Alarm In Case Of Exceeding The Threshold, And Red Alarm In Case Of Fault.
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Performance Parameter

Performance Parameter

Detection Range 120KV Communication Protocol CAN Communication/RS485
Measurement Error *5% Measuring Distance 25/50/100/200mm (25mm By Default)

Data Response <50ms Vibration Frequency <1KHz

Alarm Range +20000V Working Temperature 0~50°C
Working Voltage DC 7-36V Working Humidity 0~60% RH (No Freezing, No Condensation)
Working Current <25mA Housing Material Anti-Static Engineering Plastics

Communication Distance <500m Product Size 95.5*21*15.5
Weight About 28g

Product Dimension Drawing
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Supporting Use

Support Multiple Uses

I Use With QP-S35W/QP-S35WH Series Static Eliminator
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QPM Smart Controller CE..
QP-SEN25H

POWER  WAN/LAN  LIGHT P1 P2 P4
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Real-time Monitoring
Electrostatic Voltage On Object Surface

Welcome to inquire

QEEPO will provide you with a full set of static e

QEEPO

E-mail: andy@qgeepo.cn
WeChat: 18917187405
Alibaba: geepo.en.alibaba.com

wechat number Andy WeChat official account

SCAN Main products: intelligent electrostatic eliminator, corona processor,
I e l + 8 6 - I 8 9 I 7 | 8 7 4 0 5 X electrostaticgenerator, ion wind rod, high voltage generator, ion fan,
LUlIENAENIIII  o(cctrostatic sensor,electrostatic tester, etc

Shanghai Qipu Electrostatic Technology Co., Ltd

Company address: Building 1, Lane 160, Longgao Road, Songjiang District, Shanghai






